THERROX

thermoformed comfortflbers

Productiontechnique

&

1. Place the Therrox 2. Remove the Therrox 3. When the Therrox is 4. When the Therrox has

Comfort in a pre-heated Comfort from the oven in place, close the top of cooled down, remove
oven between 145° & and place into a vacuum the vacuum and vacuum from the vacuum and the
210° for 3 to 7minites press over the plaster the Therrox over the plaster cast. The Therrox
(please refer to cast, with the dark side plaster cast, leaving it for Comfort is able to be
temperature guide), with facing down. approximately 5 minutes trimmed straight away.
the dark side facing to cool down.

down.

The table below shows the connection between temperature, time, hardness and thickness of
Therrox Comfort when heated in a calibrated oven.

Therrox Comfort can be ready for cutting after approximately 5 minutes cooling in the vacuum
press.

Temperature Time Material hardness Material thickness
after adaptation after adaptation
145° Approx 5 min 45 shore 9.5mm
170° Approx 6 min 55 shore 6.5mm
185° Approx 7 min 65 shore 6mm
210° Max 3 min 75 shore 6mm

5. Trim the Therrox insole 6. Then using a two 7. Scourer the Therrox to 8. When finishing Therrox
using a band saw or speed scouring machine, the required shape by Comfort use a slow speed
Stanley knife until you set the machine on low using a course scourering machine and press gently
have removed all the ex- speed to reduce heat wheel, to remove the ma- to avoid melting, after
cess material down to the  caused by friction, result- terial with minimum fric- shaping use a wire or
insole edge required. ing in the Therrox melting. tion. Best results can be synthetic wheel to hone
achieved using a silicium the fibres back to their

carbide 24 grit paper.

washing: Therrox Comfort insoles can be washed at a temperature of 40°c in a domestic
washing machine, with no change in quality or shape.

duratio n: insoles made from Therrox Comfort are used by active users in a period of two
years without changing its shape.

Distributed by A. Algeo Ltd I!!!!
T +44 (0)151 448 1228 f: +44 (0)151 448 1008  e: sales@algeos.com  w: www.algeos.com

www.algeos.com




